
VWR® CRYOGENIC VIALS

Leakproof 

Large marking area

Super-fast thread design

Very high chemical 
resistance

Certified DNase-, RNase-, 
pyrogen- and DNA-free
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thread vials
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thread vials
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The cap insert is available in 11 different 
colours - perfect for colour coding

Vertical ribs make cap easy to remove

Super-fast 1¼-turn thread design

Excellent clarity makes sample easy to see

A round bottom allows 
complete emptying of contents

Tube and cap made of the 
same material, therefore, same 

coefficient of expansion ensures 
secure seal at all temperatures

White marking area for 
sample identification

Five sizes are self-standing with 
universal locking base
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CUT-AWAY DETAILS

The lip seal and silicone washer seal design 
ensures a leakproof seal 

Thick wall makes vial almost unbreakable

CUT-AWAY DETAILS

Silicone washer seal inside cap for 
increased protection

A perfect fit between tube and cap at all times 
will guarantee the integrity of your sample

Thick wall makes vial almost unbreakable 3.6

3.0

VWR® CRYOGENIC VIALS

VWR® cryogenic vials, external thread 
with lip seal and silicone washer seal 
Capacity (ml) Description Pk Cat. No.
1,2 Self-standing 1000 479-1207
2,0 Round bottom 1000 479-1209
2,0 Self-standing 1000 479-1208
3,0 Self-standing 1000 479-1210
4,0 Self-standing 1000 479-1217
5,0 Round bottom 1000 479-1174
5,0 Self-standing 1000 479-1218

FEATURES AND BENEFITS
Leakproof: Sealing lip and silicone washer seal for increased protection

Large marking area: On all sizes for easy sample identification

Polypropylene cap and vial: Ensures the same coefficient of expansion

Super-fast thread design: Only 1¼-turn is required to seal

Very high chemical resistance

Colour coding: Achieved by using a VWR® cap insert

Certified: DNase-, RNase-, pyrogen- and DNA-free

VWR® cryogenic vials, external 
thread with silicone washer seal 
Capacity (ml) Description Pk Cat. No.
1,2 Self-standing 1000 479-1238
2,0 Round bottom 1000 479-1240
2,0 Self-standing 1000 479-1239
3,0 Self-standing 1000 479-1251
4,0 Self-standing 1000 479-1252
5,0 Self-standing 1000 479-1253
5,0 Round bottom 1000 479-1778
10* Self-standing 1000 479-1237

*Cap is made of polyethylene

VWR® CRYOGENIC VIALS*

Made of polypropylene
Vials are designed for storing biological material, human, or animal cells at temperatures as low as 
-196 °C, but should only be used in the gas phase of liquid nitrogen. The cap features a 1¼-turn thread 
design for easy one-handed aseptic techniques. It can also be colour coded by using a VWR® cap insert. 
The specially designed lip inside the cap, and the silicone washer seal, ensure a leakproof seal at any 
temperature, even the lowest cryogenic temperatures. Tubes are provided with graduations and a 
white marking area for sample identification. The VWR® cryogenic vial is compatible with most storage 
systems. In addition, round bottom vials can be centrifuged up to 17 000 xg. Vials are autoclavable and 
sterilised by gamma radiation and packed in tamper‑proof, resealable, safety-lock bags of 100.

*For research purposes only
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CUT-AWAY DETAILS
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A specially designed polypropylene inner lip 
offers an economical leakproof seal

Thick wall makes vial almost unbreakable

A perfect fit between tube and cap at all times will 
guarantee the integrity of your sample

CUT-AWAY DETAILS

3.6

3.0

A positive leakproof seal is enhanced by a 
silicone o-ring seal around the cap

As you tighten it, you can feel the quality of the 
seal while you compress the o-ring between the 

tube wall and the cap, creating a tight closure

CUT-AWAY DETAILS

3.6

3.0

The silicone washer offers a perfect seal

Tube wall

When cap is tightened, the washer is 
compressed on three sides that completely 

protects your sample

REACHING THE HIGHEST LEVELS OF QUALITY

VWR® cryogenic vials, external 
thread with lip seal	
Capacity (ml) Description Pk Cat. No.
1,2 Self-standing 1000 479-1219
2,0 Round bottom 1000 479-1235
2,0 Self-standing 1000 479-1220
3,0 Self-standing 1000 479-1775
4,0 Self-standing 1000 479-1776
5,0 Round bottom 1000 479-1777
5,0 Self-standing 1000 479-1236

VWR® cryogenic vials, internal 
thread with silicone o-ring seal
Capacity (ml) Description Pk Cat. No.
1,2 Self-standing 1000 479-1261
2,0 Round bottom 1000 479-1263
2,0 Self-standing 1000 479-1262
4,0 Round bottom 1000 479-1265
4,0 Self-standing 1000 479-1264
5,0 Round bottom 1000 479-1266
5,0 Self-standing 1000 479-1773

VWR® cryogenic vials, internal 
thread with silicone washer seal 
Capacity (ml) Description Pk Cat. No.
1,2 Self-standing 1000 479-1254
2,0 Round bottom 1000 479-1258
2,0 Self-standing 1000 479-1256
4,0 Round bottom 1000 479-1255
4,0 Self-standing 1000 479-1260
5,0 Round bottom 1000 479-1259
5,0 Self-standing 1000 479-1257

VWR® cap inserts for cryogenic vials

Colour Pk Cat. No.
Blue 500 479-0814
Burnt orange 500 479-0806
Grey 500 479-0808
Green 500 479-0812
Lilac 500 479-0807
Pink 500 479-0804
Red 500 479-0813
Tan 500 479-0809
Violet 500 479-0805
White 500 479-0815
Yellow 500 479-0811
Assortment of colours 500 479-0810

Colour coded inserts fit precisely into the cap of the cryogenic vial for colour  
identification. Made of polypropylene.

VWR® cryovial workstation rack
Constructed from sturdy polypropylene, the VWR® cryovial workstation rack is 
compact and stackable, with strong handles for safe and easy transport.

Dimensions, W x L x H Quantity Cat. No.
10,2 x 20,3 x 2,5 cm Case of 4 479-1869
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Germany 
VWR International GmbH 
Hilpertstraße 20a 
D - 64295 Darmstadt 
Tel.: 0800 702 00 07* (national) 
Tel.: +49 (0) 6151 3972 0 (international)  
Email: info.de@vwr.com 
*Freecall

Hungary 
VWR International Kft. 
Simon László u. 4. 
4034 Debrecen 
Tel.: +36 52 521130 
Email: info.hu@vwr.com

Ireland / Northern Ireland 
VWR International Ltd / VWR International 
(Northern Ireland) Ltd 
Orion Business Campus 
Northwest Business Park 
Ballycoolin 
Dublin 15 
Tel.: +353 (0) 1 88 22 222 
Email: sales.ie@vwr.com

Italy 
VWR International S.r.l. 
Via San Giusto 85 
20153 Milano (MI) 
Tel.: +39 02 3320311 
Email: info.it@vwr.com

The Netherlands 
VWR International B.V. 
Postbus 8198 
1005 AD Amsterdam 
Tel.: +31 (0) 20 4808 400 
Email: info.nl@vwr.com

Norway 
VWR International AS 
Haavard Martinsens vei 30 
0978 Oslo 
Tel.: +47 22 90 00 00 
Email: info.no@vwr.com

Austria 
VWR International GmbH 
Graumanngasse 7 
1150 Wien 
Tel.: +43 1 97 002 0 
Email: info.at@vwr.com

Belgium 
VWR International bvba 
Researchpark Haasrode 2020 
Geldenaaksebaan 464 
3001 Leuven 
Tel.:  +32 (0) 16 385 011 
Email: vwr.be@vwr.com

Czech Republic 
VWR International s. r. o. 
Veetee Business Park 
Pražská 442  
CZ - 281 67 Stříbrná Skalice 
Tel.: +420 321 570 321 
Email: info.cz@vwr.com

Denmark 
VWR International A/S 
Tobaksvejen 21 
2860 Søborg 
Tel.:  +45 43 86 87 88 
Email: info.dk@vwr.com

Finland 
VWR International Oy 
Valimotie 9 
00380 Helsinki 
Tel.: +358 (0) 9 80 45 51 
Email: info.fi@vwr.com

France 
VWR International S.A.S. 
Le Périgares – Bâtiment B 
201, rue Carnot 
94126 Fontenay-sous-Bois cedex 
Tel.: 0 825 02 30 30* (national) 
Tel.: +33 (0) 1 45 14 85 00 (international) 
Email: info.fr@vwr.com 
* 0,18 € TTC/min

Poland 
VWR International Sp. z o.o. 
Limbowa 5 
80-175 Gdansk 
Tel.: +48 58 32 38 200 
Email: info.pl@vwr.com

Portugal 
VWR International - Material de 
Laboratório, Lda 
Centro Empresarial de Alfragide 
Rua da Indústria, nº 6 
2610-088 Alfragide 
Tel.: +351 21 3600 770 
Email: info.pt@vwr.com

Spain 
VWR International Eurolab S.L. 
C/ Tecnología 5-17 
A-7 Llinars Park  
08450 - Llinars del Vallès 
Barcelona 
Tel.: +34 902 222 897 
Email: info.es@vwr.com

Sweden 
VWR International AB 
Fagerstagatan 18a 
163 94 Stockholm 
Tel.: +46 (0) 8 621 34 00 
Email: kundservice.se@vwr.com

Switzerland 
VWR International GmbH 
Lerzenstrasse 16/18 
8953 Dietikon 
Tel.: +41 (0) 44 745 13 13 
Email: info.ch@vwr.com

UK 
VWR International Ltd 
Customer Service Centre 
Hunter Boulevard - Magna Park 
Lutterworth 
Leicestershire 
LE17 4XN 
Tel.: +44 (0) 800 22 33 44 
Email: uksales@vwr.com

China 
VWR International China Co., Ltd. 
Shanghai Branch  
Room 256, No. 3058 Pusan Road 
Pudong New District 
Shanghai 200123 
Tel.:+86 21 5898 6888 
Email: info_china@vwr.com

India 
VWR Lab Products Private Limited 
No.139. BDA Industrial Suburb,  
6th Main, Tumkur Road, Peenya Post,  
Bangalore, India – 560058 
Tel.: +91 80 28078400 
Email: vwr_india@vwr.com

Singapore 
VWR Singapore Pte Ltd 
18 Gul Drive 
Singapore 629468 
Tel: +65 6505 0760 
Email: sales.sg@vwr.com

GO TO VWR.COM FOR THE 
LATEST NEWS, SPECIAL OFFERS 
AND DETAILS FROM YOUR 
LOCAL VWR SUPPORT TEAM


