
VWR® MicRo StaRS - bRight 
neW StaRS foR youR Lab

2 year warrantyMicro Star 12 - ventilated 
microcentrifuge

Micro Star 17/17R - ventilated and 
refrigerated microcentrifuges
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VWR® MicRo StaRS – bRight neW StaRS foR youR Lab

VWR MicRo StaR 12

This ventilated microcentrifuge offers peak performance for a wide range of molecular 
biology separations. All operating parameters, including rpm/RCF and remaining time, 
are set and displayed digitally. Automatic door release, pulse spin function for fast, 
convenient quick spins and a unique internal airflow design to minimise heating of 
samples, are only some of the features this ‘personal’ microcentrifuge has to offer. 

 • Autoclavable 12-place rotor including bio-containment rotor lid 
 • Supplied with 12 adaptors for 0,2 ml PCR tubes
 • Alarms for over speed and overheat
 • Powerful, safe and easy to use
 • Compact design with small footprint 

Max. speed (rpm) 13 500 

Max. RCF (g) 12 300 

Max. capacity 12x 1,5/2,0 ml

Timer (min) 1 to 30 

Max. noise level (dBA) <60

WxDxH (mm) 208x245x145

Weight (kg) 4,4 

Description Cat. No.

Micro Star 12, including 12-place rotor with bio-containment rotor lid 521-1651

Angle rotor for PCR strips 521-1652

Adapter set for 0,5 ml microtubes, pack of 12 521-1654
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VWR MicRo StaR 17/17R 

Micro Star 17 and 17R  microcentrifuges combine  power, versatility and convenience in a 
safe, compact and easy to use lab instrument. Both the ventilated Micro Star 17 and the 
refrigerated Micro Star 17R are designed to accelerate your routine sample preparation 
process. The special bio-containment rotor lid for one click rotor opening and closing 
shortens retrieval time compared to screw-on lids. 

 •  Quiet and powerful performance with RCF up to 17 000 xg 
 •  Autoclavable 24-place rotor for 1,5/2,0 ml tubes included
 • ‘ClickSeal’ bio-containment rotor lid keeps you and your samples safe
 •  Intuitive controls with bright, easy to read display

Micro Star 17 Micro Star 17R

Max. speed (rpm) 13 300

Max. RCF (g) 17 000

Max. capacity 24x 1,5/2,0 ml

Timer (min) 1 - 99; 1 min increments + Hold mode

Temperature (°C) - -9 ... +40

Max. noise level (dBA) <56 <50

WxDxH (mm) 225x243x352 330x295x445

Weight (kg) 10,5 28

Description Cat. No.

Micro Star 17, ventilated, including 24-place rotor with bio-containment lid 521-1646

Micro Star 17R , refrigerated, including 24-place rotor with bio-containment lid 521-1647

Adapter set for 0,2 ml PCR tubes (pack of 24) 521-1655

Adapter set  for 0,5 ml tubes (pack of 24) 521-1657

Adapter set  for 0,4 ml tubes (pack of 24) 521-1656
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Go to VWR.coM foR 
the lateSt newS, 
Special offeRS and 
detailS of youR local 
VwR diStRibutoR

Australia
VWR International, Pty Ltd.
Level 1, Unit 1a/60 Enterprise Place 
Tingalpa, Queensland, 4173
Tel.: 1300 727 696
Fax: 1300 135 123

China
VWR International China Co., Ltd
Rm.219, 2100 Dongming Road
Pudong New District
Shanghai 200123
Tel.:+86-21-5898 6888
Fax:+86-21-5855 8801
Email: info_china@vwr.com

India
VWR Lab Products Private Limited
No.139. BDA Industrial Suburb, 
6th Main, Tumkur Road, Peenya Post, 
Bangalore, India – 560058
Tel.: +91-80-28078400
Fax: +91-80-28078410 
Email: vwr_india@vwr.com

New Zealand
Global Science - A VWR Company
241 Bush Road
Albany 0632, Auckland
Tel.: 0800 734 100
Fax: 0800 999 002
Email: sales@globalscience.co.nz

Singapore
VWR Singapore Pte Ltd
18 Gul Drive
Singapore 629468
Tel: +65 6505 0760
Fax: +65 6264 3780
Email: sales@sg.vwr.com

Hungary
VWR International Kft.
Simon László u. 4.
4034 Debrecen
Tel.: (52) 521-130
Fax: (52) 470-069
Email: info@hu.vwr.com

Ireland / Northern Ireland
VWR International Ltd / 
VWR International (Northern Ireland) Ltd
Orion Business Campus
Northwest Business Park
Ballycoolin
Dublin 15
Tel.: 01 88 22 222
Fax: 01 88 22 333
Email: sales@ie.vwr.com

Italy
VWR International PBI S.r.l.
Via San Giusto 85
20153 Milano (MI)
Tel.: 02-3320311/02-487791
Fax: 800 152999/02-40090010
Email: info@it.vwr.com

The Netherlands
VWR International B.V.
Postbus 8198
1005 AD Amsterdam
Tel.: 020 4808 400
Fax: 020 4808 480
Email: info@nl.vwr.com

Norway
VWR International AS
Haavard Martinsens vei 30
0978 Oslo
Tel.: 02290
Fax: 815 00 940 
Email: info@no.vwr.com

Poland
VWR International Sp. z o.o.
Limbowa 5
80-175 Gdansk
Tel.: 058 32 38 200 do 204 
Fax. 058 32 38 205
Email: info@pl.vwr.com

Portugal
VWR International - 
Material de Laboratório, Lda
Edifício Neopark
Av. Tomás Ribeiro, 43- 3 D
2790-221 Carnaxide
Tel.: 21 3600 770
Fax: 21 3600 798/9
Email: info@pt.vwr.com

Austria
VWR International GmbH
Graumanngasse 7
1150 Vienna
Tel.:  +43 1 97 002 0
Fax:  +43 1 97 002 600
Email: info@at.vwr.com

Belgium
VWR International bvba
Researchpark Haasrode 2020
Geldenaaksebaan 464
3001 Leuven
Tel.: 016 385 011
Fax: 016 385 385
Email: vwrbe@be.vwr.com

Czech Republic
VWR International s. r. o.
Veetee Business Park
Pražská 442 
CZ - 281 67 Stříbrná Skalice
Tel.: +420 321 570 321
Fax: +420 321 570 320
Email: info@cz.vwr.com

Denmark
VWR - Bie & Berntsen
Transformervej 8
2860 Søborg
Tel.: 43 86 87 88
Fax: 43 86 87 90
Email: info@dk.vwr.com

Finland
VWR International Oy
Valimotie 9
00380 Helsinki
Tel.: 09 80 45 51
Fax: 09 80 45 52 00
Email: info@fi.vwr.com

France
VWR International S.A.S.
Le Périgares – Bâtiment B
201, rue Carnot
94126 Fontenay-sous-Bois cedex
Tel.: 0 825 02 30 30 (0,15 € TTC/min)

Fax: 0 825 02 30 35 (0,15 € TTC/min)

Email: info@fr.vwr.com

Germany
VWR International GmbH
Hilpertstraße 20a
D - 64295 Darmstadt
Freecall: 0800 702 00 07
Fax: 0180 570 22 22*
Email: info@de.vwr.com
*0,14 €/Min. aus d. dt. Festnetz

Spain
VWR International Eurolab S.L.
C/ Tecnología 5-17
A-7 Llinars Park
08450 - Llinars del Vallès
Barcelona
Tel.: 902 222 897
Fax: 902 430 657
Email: info@es.vwr.com

Sweden
VWR International AB
Fagerstagatan 18a
163 94 Stockholm
Tel.: 08 621 34 00
Fax: 08 621 34 66
Email: kundservice@se.vwr.com

Switzerland
VWR International GmbH
Lerzenstrasse 16/18
8953 Dietikon
Tel.: 044 745 13 13
Fax: 044 745 13 10
Email: info@ch.vwr.com

Turkey
VWR International Laboratuar 
Teknolojileri Ltd.Şti.
Orta Mah. Cemal Gürsel Caddesi
Ördekcioglu Işmerkezi No.32/1 
34896 Pendik - Istanbul 
Tel.: +90216 598 2900
Fax: +90216 598 2907
Email: info@pro-lab.com.tr 

UK
VWR International Ltd
Customer Service Centre
Hunter Boulevard - Magna Park
Lutterworth
Leicestershire
LE17 4XN
Tel.: 0800 22 33 44
Fax: 01455 55 85 86
Email: uksales@uk.vwr.com


