
VWR® ULTRA-LOW  
TEMPERATURE FREEZERS

Upright and chest 
configurations

User-interface for 
simplified monitoring 
and control

Accessories including 
racks, vials and boxes
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VWR® ULTRA-LOW  TEMPERATURE FREEZERS

VWR® ULT upright freezers
Our -86 and -40 °C upright freezers have been designed for ease of use as well as 
dependable sample protection. Choose from four -86 °C models or two -40 °C models 
(240x or 320x50 mm cryobox capacity).

Eye-level information controller for simplified operation 
of all upright models

Settings: Set cabinet temperature set point, over- and 
under-temperature alarm 

Calibrate: Calibrate the control probe temperature 

Configuration: Configure the access code, serial output, 
temperature alarm test and system battery test

Bright, easy to read temperature 
display shows actual and (optional) 
sample probe temperatures

Mode selector

Audible and visual alarm

Low battery and hot 
condenser indicators

Message centre: 12-character 
alphanumeric LED displays set points, 
‘SYSTEM OK’ during normal 
operation and other messages

240 box capacity 320 box capacity 400 box capacity 600 box capacity
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2,5 cm access port 
for the use of 
inexpedient probes

Single-handed operation with 
ergonomic, padlock-compatible 
door handle featuring an 
integrated key lock

Four inner doors reduce 
cold air loss and improve 
temperature recovery after 
door openings

Easy to remove washable filter 
provides protection against dust 
on the condenser, increasing 
refrigeration performance

2” locking castors for 
easy to roll installation

Heavy gauge, cold-rolled steel 
cabinet construction with a 
powder coated paint finish, 
resisting chipping and rust

Vacuum relief port allows 
easy access after door opens

Foamed in-place, 
polyurethane 
insulation

Painted interiors

Sturdy, stainless 
steel shelving

Gaskets maximise 
cabinet temperature and 
work to eliminate frost 
build-up

Designed for sample protection and ease of use

Technical specifications and 
ordering information

Cap. (l) Cap. 50 mm cryobox Capacity For 75 mm boxes WxDxH ext. (mm)* WxDxH int. (mm) Cat. No.

368 240 144 912×802×1978 572×492×1308 471-1135

490 320 192 912×988×1978 572×665×1308 471-1136

*Exterior dimensions do not include hinges and handles, or unit spacing required for proper airflow.

VWR® upright freezers (-10 to -40 °C), maximum weight per shelf 45,4 kg.

Cap. (l) Cap. 50 mm cryobox Capacity For 75 mm boxes WxDxH ext. (mm)* WxDxH int. (mm) Cat. No.

368 240 144 912x802x1978 572x492x1308 471-1140

490 320 192 912x988x1978 572x645x1308 471-1141

650 400 240 1102x987x1978 762x645x1308 471-1142

793 600 360 1255x957x1978 914x673x1308 471-1143

*Exterior dimensions do not include hinges and handles, or unit spacing required for proper airflow.

VWR® upright freezers (-50 to -86 °C), maximum weight per shelf 45,4 kg.
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VWR® chest freezers
Our -86 °C chest freezers feature all the sample protection features found in our 
upright models. 

 • Choose from three capacities with the capacity to store as little as 63 or up to 
396x50 mm cryoboxes

 • All chest freezers feature a convenient information centre control and 
monitoring system

 • Polystyrene interior sublids reduce cold air loss and improve temperature recovery after 
door openings

63 box capacity

396 box capacity

VWR® chest freezers (-50 to -86 °C)

Cap. (l) Cap. 50 mm cryobox Capacity For 75 mm boxes WxDxH ext. (mm) WxDxH int. (mm) Cat. No.

85 63 45 724x760x1110 470x470x419 471-1137

360 252 168 1829x829x1028 1077x470x706 471-1138

566 396 264 2438x829x1031 1690x470x710 471-1139

Description Cat. No.

CO2 back-up kit 471-1144

LN2 back-up kit 471-1145

Equipment and Instrument Services
We help you simplify equipment and instrument services, in and around the laboratory.

VWR’s extensive services departments and network of ISO 9001 / IEC17025 accredited 
service providers, allows us to be your single point of contact for all service needs.
For our complete ULT freezer range we can offer:

Installation: After a purchase, or after moving to another site, we can install your 
devices and do all neccessary calibration, qualification and certification steps.

Qualification and validation (IQ/OQ/PQ): Qualify your equipment and validate your 
systems/processes to establish and maintain compliance.

Repair: Professional and certified repair.

Service contracts:  For preventative maintenance, full service and extended warranty 

Equipment management: our state-of-the-art, cloud-based VEM software helps you 
to manage all your equipment and instruments. No need to think about due dates for 
maintenance or manually process service orders. 

Interested? Go to vwr.com/vem to learn more about our equipment and instrument 
services or contact: technical.services@eu.vwr.com

The field-installed, built-in BUS (Back Up System) will keep the freezer chamber 
temperature below critical level in the event of a power or equipment failure. If power to 
the freezer fails, or temperature increases to the back up alarm set point, the BUS injects 
liquefied gas (CO2 or LN2) into the chamber to keep the chamber temperature within the 
specified range. The BUS operates on an internal 12 V, rechargeable battery that is kept 
charged during normal operation by the integral battery charger.



5VWR® ULTRA-LOW  TEMPERATURE FREEZERS   |   VWR

Racks for VWR ULT freezers

Chest freezers

75 mm boxes

Chest 85 l

Rack type Boxes per rack No. of racks No. of boxes WxDxH ext. (mm) Cat. No.

Classic rack 7 9 63 390x140x140 479-0649

Comfort rack 7 9 63 390x140x140 479-0788

Chest 360 l

Rack type Boxes per rack No. of racks No. of boxes WxDxH ext. (mm) Cat. No.

Classic rack 12 21 252 665x140x140  479-0653

Comfort rack 12 21 252 665x140x140  479-0793

Chest 566 l

Rack type Boxes per rack No. of racks No. of boxes WxDxH ext. (mm) Cat. No.

Classic rack 12 33 396 665x140x140  479-0653

Comfort rack 12 33 396 665x140x140  479-0793

Chest 85 l

Rack type Box per rack No. of racks No. of boxes WxDxH ext. (mm) Cat. No. 

Classic 5 9 45 140×140×406 479-0656

Comfort 5 9 45 140×140×406 479-0798

Chest 360 l

Rack type Box per rack No. of racks No. of boxes WxDxH ext. (mm) Cat. No. 

Classic 8 21 168 140×140×629 479-0660

Comfort 8 21 168 140×140×629 479-0835

Chest 566 l

Rack type Box per rack No. of racks No. of boxes WxDxH ext. (mm) Cat. No. 

Classic 8 33 264 140×140×629 479-0660

Comfort 8 33 264 140×140×629 479-0835

Classic rack

Comfort rack

50 mm boxes
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Upright freezers

75 mm boxes

Upright 368 l

Rack type Boxes per rack No. of racks No. of boxes WxDxH ext. (mm) Cat. No.

Standard 15 16 240 278x421,5x140 479-0732

Comfort 15 16 240 278x424x140 479-0760

Upright 368 l

Rack type Box per rack No. of racks No. of boxes WxDxH ext. (mm) Cat. No. 

Standard 9 16 144 139×419×240 479-0744

Comfort 9 16 144 140×421×246 479-0771

Upright 490 l

Rack type Boxes per rack No. of racks No. of boxes WxDxH ext. (mm) Cat. No.

Standard 20 16 320 278x560,5x140 479-0735

Comfort 20 16 320 278x562x140 479-0763

Upright 490 l

Rack type Box per rack No. of racks No. of boxes WxDxH ext. (mm) Cat. No. 

Standard 12 16 192 139×558×240 479-0747

Comfort 12 16 192 140×558×246 479-0774

Upright 650 l

Rack type Boxes per rack No. of racks No. of boxes WxDxH ext. (mm) Cat. No.

Standard 20 20 400 278x560,5x140 479-0735

Comfort 20 20 400 278x562x140 479-0763

Upright 650 l

Rack type Box per rack No. of racks No. of boxes WxDxH ext. (mm) Cat. No. 

Standard 12 20 240 139×558×240 479-0747

Comfort 12 20 240 140x558x246 479-0774

Upright 793 l

Rack type Box per rack No. of racks No. of boxes WxDxH ext. (mm) Cat. No. 

Comfort 15 24 360 140×670×246 479-0996

Upright 793 l

Rack type Boxes per rack No. of racks No. of boxes WxDxH ext. (mm) Cat. No.

Comfort 25 24 600 278x670x140 479-1839

Notes!

Short version - can only be used with 130x130 mm boxes!

Notes!

Short version - can only be used with 130x130 mm boxes!

Comfort rack

Standard rack

Please contact your local VWR representative for more 
details regarding different racks, for example, storage 
of microtitre plates, or visit vwr.com.

50 mm boxes
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VWR® HANDY CONSUMABLES

External 
thread vials

Internal
thread vials

3.6

3.0

2.0

ML

1.0

The cap insert is available in 11 different 
colours - perfect for colour coding

Vertical ribs make cap easy to remove

Super-fast 1¼-turn thread design

Excellent clarity makes sample easy to see

A round bottom allows 
complete emptying of contents

Tube and cap made of the 
same material, therefore, same 

coefficient of expansion ensures 
secure seal at all temperatures

White marking area for 
sample identification

Five sizes are self-standing with 
universal locking base

3.6

3.0

CUT-AWAY DETAILS

The lip seal and silicone washer seal design 
ensures a leakproof seal 

Thick wall makes vial almost unbreakable

CUT-AWAY DETAILS

Silicone washer seal inside cap for 
increased protection

A perfect fit between tube and cap at all times 
will guarantee the integrity of your sample

Thick wall makes vial almost unbreakable 3.6

3.0

VWR® cryogenic vials, external thread 
with lip seal and silicone washer seal 
Capacity (ml) Description Pk Cat. No.
1,2 Self-standing 1000 479-1207
2,0 Round bottom 1000 479-1209
2,0 Self-standing 1000 479-1208
3,0 Self-standing 1000 479-1210
4,0 Self-standing 1000 479-1217
5,0 Round bottom 1000 479-1174
5,0 Self-standing 1000 479-1218

FEATURES AND BENEFITS
Leakproof: Sealing lip and silicone washer seal for increased protection

Large marking area: On all sizes for easy sample identification

Polypropylene cap and vial: Ensures the same coefficient of expansion

Super-fast thread design: Only 1¼-turn is required to seal

Very high chemical resistance

Colour coding: Achieved by using a VWR® cap insert

Certified: DNase-, RNase-, pyrogen- and DNA-free

VWR® cryogenic vials, external 
thread with silicone washer seal 
Capacity (ml) Description Pk Cat. No.
1,2 Self-standing 1000 479-1238
2,0 Round bottom 1000 479-1240
2,0 Self-standing 1000 479-1239
3,0 Self-standing 1000 479-1251
4,0 Self-standing 1000 479-1252
5,0 Self-standing 1000 479-1253
5,0 Round bottom 1000 479-1778
10** Self-standing 1000 479-1237

**Cap is made of polyethylene

VWR® CRYOGENIC VIALS*

Made of polypropylene
Vials are designed for storing biological material, human, or animal cells at temperatures as low as 
-196 °C, but should only be used in the gas phase of liquid nitrogen. The cap features a 1¼-turn thread 
design for easy one-handed aseptic techniques. It can also be colour coded by using a VWR® cap insert. 
The specially designed lip inside the cap, and the silicone washer seal, ensure a leakproof seal at any 
temperature, even the lowest cryogenic temperatures. Tubes are provided with graduations and a 
white marking area for sample identification. The VWR® cryogenic vial is compatible with most storage 
systems. In addition, round bottom vials can be centrifuged up to 17 000 xg. Vials are autoclavable and 
sterilised by gamma radiation and packed in tamper-proof, resealable, safety-lock bags of 100.

*For research purposes only
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CUT-AWAY DETAILS

3.6

3.0

A specially designed polypropylene inner lip 
offers an economical leakproof seal

Thick wall makes vial almost unbreakable

A perfect fit between tube and cap at all times will 
guarantee the integrity of your sample

CUT-AWAY DETAILS

3.6

3.0

A positive leakproof seal is enhanced by a 
silicone o-ring seal around the cap

As you tighten it, you can feel the quality of the 
seal while you compress the o-ring between the 

tube wall and the cap, creating a tight closure

CUT-AWAY DETAILS

3.6

3.0

The silicone washer offers a perfect seal

Tube wall

When cap is tightened, the washer is 
compressed on three sides that completely 

protects your sample

VWR® cryogenic vials, external 
thread with lip seal 
Capacity (ml) Description Pk Cat. No.

1,2 Self-standing 1000 479-1219

2,0 Round bottom 1000 479-1235

2,0 Self-standing 1000 479-1220

3,0 Self-standing 1000 479-1775

4,0 Self-standing 1000 479-1776

5,0 Round bottom 1000 479-1777

5,0 Self-standing 1000 479-1236

VWR® cryogenic vials, internal 
thread with silicone o-ring seal
Capacity (ml) Description Pk Cat. No.

1,2 Self-standing 1000 479-1261

2,0 Round bottom 1000 479-1263

2,0 Self-standing 1000 479-1262

4,0 Round bottom 1000 479-1265

4,0 Self-standing 1000 479-1264

5,0 Round bottom 1000 479-1266

5,0 Self-standing 1000 479-1773

VWR® cryogenic vials, internal 
thread with silicone washer seal 
Capacity (ml) Description Pk Cat. No.

1,2 Self-standing 1000 479-1254

2,0 Round bottom 1000 479-1258

2,0 Self-standing 1000 479-1256

4,0 Round bottom 1000 479-1255

4,0 Self-standing 1000 479-1260

5,0 Round bottom 1000 479-1259

5,0 Self-standing 1000 479-1257

VWR® cap inserts for cryogenic vials

Colour Pk Cat. No.

Blue 500 479-0814

Burnt orange 500 479-0806

Grey 500 479-0808

Green 500 479-0812

Lilac 500 479-0807

Pink 500 479-0804

Red 500 479-0813

Tan 500 479-0809

Violet 500 479-0805

White 500 479-0815

Yellow 500 479-0811

Assortment of colours 500 479-0810

Colour coded inserts fit precisely into the cap of the cryogenic vial for colour  
identification. Made of polypropylene.

VWR® cryovial workstation rack
Constructed from sturdy polypropylene, the VWR® cryovial workstation rack is 
compact and stackable, with strong handles for safe and easy transport.

WxlLxH (mm) Pk Cat. No.

102x203x25 Case of 4 479-1869

VWR® HANDY CONSUMABLES
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Cryoboxes for centrifuge tubes
PP, autoclavable.

 • Labelled zone and numerical grid references
 • Clear cover
 • Autoclavable (121 °C), temperature resistant to -90 °C

For long-term storage of samples.

Cryoboxes
PC, autoclavable.

 • Transparent cover with numeric grid and key to prevent misalignment
 • Coloured grid or base

Can be used from –196 to +121 °C.

Cryoboxes, for light-sensitive specimens
PP, black.

 • Reinforced seal, triple hinges and locking clasp keeps samples secure while the box 
is closed

 • Each box features an alphanumeric grid on the exterior and interior and stacking rings
 • Matt surface suitable for printing and labelling

Ideal for light-sensitive specimens, this all-black storage box is suitable for use with 0,5, 
1,5, and 2,0 ml microcentrifuge tubes, as well as most other brands of cryogenic vials. 
These boxes stand a few millimetres taller than other available types of storage boxes 
and can accommodate several sizes of cryogenic vials, or tubes of similar diameters.

W×D×H ext. (mm) Description For tubes (ml) Pk Cat. No.

138×138×126 For 16 tubes with lid 50 2 479-0079

138×138×126 For 36 tubes with lid 15 2 212-0043

W×D×H ext. (mm) Compartments Description Colour Pk Cat. No.

76×76×52 5×5 Cryotubes 1 - 2 ml Blue 8 479-0470

76×76×52 5×5 Cryotubes 1 - 2 ml Green 8 479-0471

76×76×52 5×5 Cryotubes 1 - 2 ml Red 8 479-0472

76×76×52 5×5 Cryotubes 1 - 2 ml Yellow 8 479-0473

W×D×H ext. (mm) Compartments For (ml) Colour Pk Cat. No.

140x140x60 100 Microcentrifuge tubes 
0,5/1,0 and 2,0

Black 1 211-0255

VWR® ULTRA-LOW  TEMPERATURE FREEZERS
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Cryoboxes, cardboard, 133×133 mm
Cardboard, coated.

 • Waterproof coating
 • Various combinations possible with different dividers (to 

be ordered separately)
 • Available in different heights and colours

For storage of cryovials at low temperatures.
Freezable to –140 °C

Cryoboxes with dividers
Boxes, made of cardboard, white. For storage of cryovials at low temperatures.

 • Resistance to temperature -140 °C
 • Standard waterproof coating

W×D×H ext. (mm) Compartments Pk Cat. No.

133x133x32 81 (9x9) 1 479-1437

133x133x50 81 (9x9) 1 479-1438

133x133x75 81 (9x9) 1 479-1440

133x133x100 81 (9x9) 1 479-1441

133x133x130 81 (9x9) 1 479-1442 

133x133x50 100 (10x10) 1 479-1439

Compartments For tubes For height (mm)

32 50 75 100/130

16×16 Up to 7,4 mm Ø 479-1490 479-1470 - -

14×14 Up to 8,5 mm Ø 479-1489 479-1469 - -

13×13 Up to 9,2 mm Ø 479-1488 479-1468 - -

12×12 Up to 10,0 mm Ø 479-1487 479-1467 479-1626 -

10×10 Up to 12,0 mm Ø 479-1486 479-1466 479-1625 479-1450

9×9 Up to 13,3 mm Ø 479-1485 479-1465 479-1624 479-1449

8×8 Up to 15,1 mm Ø 479-1484 479-1464 479-1623 479-1448

7×7 Up to 17,3 mm Ø 479-1483 479-1463 479-1622 479-1447

6×6 Up to 20,3 mm Ø - 479-1462 479-1621 479-1446

5×5 Up to 24,3 mm Ø - 479-1461 479-1620 479-1445

4×4 Up to 30,5 mm Ø - 479-1460 479-1619 479-1444

3×3 Up to 41,0 mm Ø - 479-1459 479-1499 479-1443

Box height

Colour 32 mm 50 mm 75 mm 100 mm 130 mm

White 479-1407 479-1417 479-1427 479-1387 479-1397

Blue 479-1408 479-1418 479-1428 479-1388 479-1398

Red 479-1409 479-1419 479-1429 479-1389 479-1399

Green 479-1410 479-1420 479-1430 479-1390 479-1400

Yellow 479-1411 479-1421 479-1431 479-1391 479-1401

Ordering table grid dividers

Cryoboxes without or with dividers, ORIGAMI
Made of white cardboard.

 • Inexpensive to buy, inexpensive to ship, spacesaving in the laboratory
 • Available in the most sold size with a height of 51 mm
 • Square, size bottom 129x129 mm, size top 134x134 mm
 • Fits into all storage rack systems

Origami is a new developed cryobox concept. The Origami cryobox consists of a lid and a 
bottom which is delivered ‘Plano’. Simply follow the instruction on the lid, 1-2-3 and you 
have a stable, high quality cryobox.

Compartments Type Pk Cat. No.

- Without divider 100 479-1386

49 (7x7) With divider 100 479-1385

64 (8x8) With divider 100 479-1384

81 (9x9) With divider 100 479-1383

100 (10x10) With divider 100 479-1382



11VWR® ULTRA-LOW  TEMPERATURE FREEZERS   |   VWR

Compartments For tubes For height (mm)

32 50 75 100/130

16×16 Up to 7,5 mm Ø 479-1498 479-1482 - -

14×14 Up to 8,7 mm Ø 479-1497 479-1481 - -

13×13 Up to 9,4 mm Ø 479-1496 479-1480 - -

12×12 Up to 10,2 mm Ø 479-1495 479-1479 479-1635 -

10×10 Up to 12,3 mm Ø 479-1494 479-1478 479-1634 479-1458

9×9 Up to 13,7 mm Ø 479-1493 479-1477 479-1633 479-1457

8×8 Up to 15,4 mm Ø 479-1492 479-1476 479-1632 479-1456

7×7 Up to 17,7 mm Ø 479-1491 479-1475 479-1631 479-1455

6×6 Up to 20,7 mm Ø - 479-1474 479-1630 479-1454

5×5 Up to 24,9 mm Ø - 479-1473 479-1629 479-1453

4×4 Up to 31,3 mm Ø - 479-1472 479-1628 479-1452

3×3 Up to 41,9 mm Ø - 479-1471 479-1627 479-1451

Box height

Colour 32 mm 50 mm 75 mm 100 mm 130 mm

White 479-1412 479-1422 479-1432 479-1392 479-1402

Blue 479-1413 479-1423 479-1433 479-1393 479-1403

Red 479-1414 479-1424 479-1434 479-1394 479-1404

Green 479-1415 479-1425 479-1435 479-1395 479-1405

Yellow 479-1416 479-1426 479-1436 479-1396 479-1406

CO2 resistant shipping tubes
Protects samples shipped on dry ice.

 • Airtight, leakproof caps keep pH stable
 • Available in sterile or non sterile formats

CO2 resistant shipping tubes are the only container closure system engineered to be CO2 
resistant and able to stop costly damage to molecular and cellular solutions when using 
dry ice. Made of durable, high quality materials and fitted with an airtight cap, CO2 
resistant tubes form a protective barrier impermeable to CO2, keeping the sample pH 
stable when shipping or storing on dry ice.
IATA 95 kPa certified for shipping

Packaging: Tubes are packed in sleeves of ten.
Samples in these tubes should be frozen prior to dry ice exposure.

Cryo 1 °C freezing container
Container PC, closure and vial holder HDPE, foam insert.
Non mechanical device that uses isopropyl alcohol and a mechanical freezer to provide 
cooling rate of –1 °C per minute. Ideal for successful cell cryopreservation and recovery.

 • Floating rigid insert prevents vials from contamination
 • Withstands repeated use; labelled with step-by-step instructions
 • Holds up to 18 cryogenic vials (1; 1,2; 1,5 and 2 ml)

Capacity (ml) Length (mm) Description Sterile Pk Cat. No.

15 118 CO2 resistant shipping tubes - 50 525-1001

15 118 CO2 resistant shipping tubes + 50 525-0999

50 115 CO2 resistant shipping tubes - 50 525-1002

50 115 CO resistant shipping tubes + 50 525-1000

Description I-Ø×H (mm) No. of holes Pk Cat. No.

Cryo 1 °C freezing container 86×117 18 1 479-0640

Cryoboxes, cardboard, 136x136 mm
Cardboard.

 • Waterproof coating
 • Various combinations possible with different dividers (to be 
ordered separately)

 • Available in different heights and five colours

For storage of cryovials at low temperatures.
Freezable to –140 °C

Ordering table grid dividers
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Contact us: technical.services@eu.vwr.com

Need IQ/OQ/PQ for your 
freezers or refrigerators?

Austria 
VWR International GmbH 
Graumanngasse 7 
1150 Wien 
Tel.: +43 1 97 002 0 
Email: info.at@vwr.com

Belgium 
VWR International bvba 
Researchpark Haasrode 2020 
Geldenaaksebaan 464 
3001 Leuven 
Tel.:  +32 (0) 16 385 011 
Email: vwr.be@vwr.com

Czech Republic 
VWR International s. r. o. 
Veetee Business Park 
Pražská 442  
CZ - 281 67 Stříbrná Skalice 
Tel.: +420 321 570 321 
Email: info.cz@vwr.com

Denmark 
VWR International A/S 
Tobaksvejen 21 
2860 Søborg 
Tel.:  +45 43 86 87 88 
Email: info.dk@vwr.com

Finland 
VWR International Oy 
Valimotie 9 
00380 Helsinki 
Tel.: +358 (0) 9 80 45 51 
Email: info.fi@vwr.com

France 
VWR International S.A.S. 
Le Périgares – Bâtiment B 
201, rue Carnot 
94126 Fontenay-sous-Bois cedex 
Tel.: 0 825 02 30 30* (national) 
Tel.: +33 (0) 1 45 14 85 00 (international) 
Email: info.fr@vwr.com 
* 0,18 € TTC/min

Germany 
VWR International GmbH 
Hilpertstraße 20a 
D - 64295 Darmstadt 
Tel.: 0800 702 00 07* (national) 
Tel.: +49 (0) 6151 3972 0 (international)  
Email: info.de@vwr.com 
*Freecall

Hungary 
VWR International Kft. 
Simon László u. 4. 
4034 Debrecen 
Tel.: +36 52 521130 
Email: info.hu@vwr.com

Ireland / Northern Ireland 
VWR International Ltd / VWR International 
(Northern Ireland) Ltd 
Orion Business Campus 
Northwest Business Park 
Ballycoolin 
Dublin 15 
Tel.: +353 (0) 1 88 22 222 
Email: sales.ie@vwr.com

Italy 
VWR International S.r.l. 
Via San Giusto 85 
20153 Milano (MI) 
Tel.: +39 02 3320311 
Email: info.it@vwr.com

The Netherlands 
VWR International B.V. 
Postbus 8198 
1005 AD Amsterdam 
Tel.: +31 (0) 20 4808 400 
Email: info.nl@vwr.com

Norway 
VWR International AS 
Haavard Martinsens vei 30 
0978 Oslo 
Tel.: +47 22 90 00 00 
Email: info.no@vwr.com

Poland 
VWR International Sp. z o.o. 
Limbowa 5 
80-175 Gdansk 
Tel.: +48 58 32 38 200 
Email: info.pl@vwr.com

Portugal 
VWR International - Material de Labora-
tório, Lda 
Centro Empresarial de Alfragide 
Rua da Indústria, nº 6 
2610-088 Alfragide 
Tel.: +351 21 3600 770 
Email: info.pt@vwr.com

Spain 
VWR International Eurolab S.L. 
C/ Tecnología 5-17 
A-7 Llinars Park  
08450 - Llinars del Vallès 
Barcelona 
Tel.: +34 902 222 897 
Email: info.es@vwr.com

Sweden 
VWR International AB 
Fagerstagatan 18a 
163 94 Stockholm 
Tel.: +46 (0) 8 621 34 00 
Email: kundservice.se@vwr.com

Switzerland 
VWR International GmbH 
Lerzenstrasse 16/18 
8953 Dietikon 
Tel.: +41 (0) 44 745 13 13 
Email: info.ch@vwr.com

UK 
VWR International Ltd 
Customer Service Centre 
Hunter Boulevard - Magna Park 
Lutterworth 
Leicestershire 
LE17 4XN 
Tel.: +44 (0) 800 22 33 44 
Email: uksales@vwr.com

China 
VWR International China Co., Ltd. 
Shanghai Branch  
Room 256, No. 3058 Pusan Road 
Pudong New District 
Shanghai 200123 
Tel.:+86 21 5898 6888 
Email: info_china@vwr.com

India 
VWR Lab Products Private Limited 
No.139. BDA Industrial Suburb,  
6th Main, Tumkur Road, Peenya Post,  
Bangalore, India – 560058 
Tel.: +91 80 28078400 
Email: vwr_india@vwr.com

Singapore 
VWR Singapore Pte Ltd 
18 Gul Drive 
Singapore 629468 
Tel: +65 6505 0760 
Email: sales.sg@vwr.com


